FIRE TREATED

INOW AVAILABLE]

Exterior Class A Fire-Retardant Treated Redwood
DECKING & SIDING

Our newest product innovation combines the natural beauty and
durability of real redwood and the enhanced safety and fire protection
of a Class A fire-retardant formulation. Designed for exterior decking
and siding applications and available in 1x6, 1x8, and 2x6 dimensions,
this product meets the highest standards for durability and performance
in Wildland-Urban Interface (WUI) areas. Furthermore, the colorless
treatment formulation maintains the natural beauty of redwood.

Importantly, the product meets model building code requirements for
Class A designation, including:

M Surface Burning Test, ASTM E84 / UL 723

M Extended Surface Burning Test, ASTM E2768

M Accelerated Weathering Test, ASTM D2898

W California Building Code Chapter 7A, WUI and IWUIC Compliant

W California Office of the State Fire Marshal Building Materials Listing,
(2520-1701:0100) & (2580-1701:0101)

B Pressure Treatment Process, IBC 2303.2.1

B Kiln Dried After Treatment (KDAT), IBC 2303.2.8

We are pleased to offer the Exterior Class A Fire-Retardant Treated
Redwood Decking & Siding product line in three unique grades
to meet the needs of our customers.

Heart B
Fine architectural heartwood grade with limited knots
and other natural characteristics.

B Grade

Quality grade containing a contrasting mix of heartwood
and sapwood and a limited number of small tight knots
and other natural characteristics.

Superior Heart
Knotty heartwood grade where economy and a rustic
appearance are desired.

Sales Representative for additional product details,
pricing, and to place an order.
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PID: 19829

Grade: Heart B
Dimension: 2"x 6"

Lengths: ~ From 6'- 20’
Finish: S4S KDAT
Treatment:  Exterior FRT, Class A

PID:

Grade:
Dimension:
Lengths:
Finish:
Treatment:

19830

B Grade

2"x6"

From 6’ - 20’

S4S KDAT

Exterior FRT, Class A

PID:

Grade:
Dimension:
Lengths:
Finish:
Treatment:

19852

Superior Heart
2"x6"

From 6’ - 20’

S4S KDAT

Exterior FRT, Class A

PID: 19831

Pattern: 708 T&G

Grade: Heart B
Dimension: 1"x 6"

Lengths: ~ From 6'- 20’
Finish: S1S2E KDAT
Treatment:  Exterior FRT, Class A

PID: 19834

Pattern: 794 Shiplap

Grade: B Grade
Dimension: 1"x 8"

Lengths: ~ From 6'- 20’
Finish: S1S2E KDAT
Treatment:  Exterior FRT, Class A

MendoCo.com

PID:
Pattern:
Grade:
Dimension:
Lengths:
Finish:
Treatment:

19832

708 T&G

B Grade

1"x6"

From 6’ - 20’

S1S2E KDAT
Exterior FRT, Class A

PID:
Pattern:
Grade:
Dimension:
Lengths:
Finish:
Treatment:

19833

794 Shiplap

Heart B

1"x8"

From 6' - 20’

S1S2E KDAT
Exterior FRT, Class A

7

1"V SHIPLAP (S2S) 1/4" V

h

1" T&G (V1S-52S) 3/32" V

B Grade 1x6, 1x8 T&G Nickel-Gap S1S2E

Stocked at our Loveland, CO location
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